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CYBERBOND 9040 Quickstep 

Accelerator for cyanoacrylate adhesives 

 
 
Contents:             Selling unit: 

35 g concentrate (blue) in a 500 ml bottle     1 x bottle 
 
Physical data of the concentrate:  
- creamy solid  
- the product is neither a hazardous good nor a hazardous substance  
- Meltingpoint: > 30°C 
 

Storage stability: 
12 months in an unopened container 
 
Description: 

CB 9040 Quickstep is supplied in the form of a concentrate. The bottle containing the concentrate is filled 
up with acetone, now containing approx. 500 ml of an activator liquid. The bottle needs to be shaken as 
long as the concentrate is fully dissolved. A slight underfillig or overfilling the bottle has no effect on the 

final product. The blue colouring of the concentrate makes it easy to control this process. 
 
Advantages of CB 9040 Quickstep: 
 Acetone is available worldwide. For the concentrate the regulations of non-hazardous goods transport 

apply as the product is a non-dangerous good in terms of transportation. It can be shipped by 
airfreight.  

 According to the current legislation, the activator substance is fully harmless. So, it neither affects the 
user nor the future application. It is perfectly suitable for the use in medical and food processing 
applications. 

 The adhesive cures a little more flexible as during the use of standard activators, without generating 
significant losses of hardness.  

 
Labelling 

 The upper label is a so-called multilayer label. The front side gives details on the product description 
and the preparation of the end-product only. For the concentrate itself safety indications or hazard 
notes do not exist.  

 Only after filling in the acetone the front label must be removed. The now appearing label 
with its warning notices refers to the added acetone.  

 
Description: 

CB 9040 Quickstep activator accelerates the curing of cyanoacrylate adhesives. The use of CB 9040 
Quickstep will be necessary:  
 in case of adverse environmental conditions (dry air, cold), 
 in case of high adhesive film thicknesses 
 when bonding inactive materials (however, it does not replace a primer). 

CB 9040 Quickstep may be applied in two different ways: 

 Pre-application: apply the activator on one side and leave to evaporate. Apply the cyanoacrylate 
adhesive to the untreated surface, quickly join the parts and leave the adhesive to cure. 

 Post-application: this application is only possible by using a suitable spray valve. Spray the accelerator 
onto the visible remains of the adhesive and leave to cure. In order to obtain a smooth surface, ensure 
that it is sprayed from a suitable distance (about 30 cm).  

 

ATTENTION: Activator may affect painted surfaces and thermoplastic materials! 
  

TECHNICAL DATA SHEET 
 



 
The data mentioned in this data sheet, particularly the recommendations for application and use of products are based 
on our recent knowledge and experience. Due to the fact of having so many different materials involved and conditions 
of applications which are out of our influence, we strongly recommend to do sufficient tests in order to guarantee that 
Cyberbond products are suitable for the intended process and applications. Except for wilful acts any liability based on 
such recommendations or any verbal advice is hereby expressly excluded. 

 


